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SPECIFICATION

DISPLAY   : 3 ½ Digit LED 12.5mm High

RESOLUTION : 1 in 1999 Count

BASIC ACCURACY : ± 0.1%  ± 1 Digit

OPERATING VOLTAGE : 230V AC  ± 10%  

OR 110V ± 10% AC / 12V DC For DC Range (Optional)

DC VOLTAGE  :   ± 199.9mV  ± 1.999V  ± 19.99V   ± 199.9V  ± 1000V0 To or or or or 

AC VOLTAGE  : 199.9mV  1.999V  19.99V  199.9V  750V0  To or or or or

DC CURRENT : ± 199.9µA  ± 1.999mA  ± 19.99mA  ± 199.9mA 0 To or or or or 

 ± 1.999A ± 19.99Aor 

AC CURRENT : 199.9µA  1.999mA  19.99mA  199.9mA  1.999A  0 To or or or or or

19.99A

PANEL CUT OUT : (A)   92mm    (H)  X  92mm    (W)  X 65mm   (D)

(B)   46mm   (H)  X  92mm    (W)  X  65mm   (D)

(C)    72mm   (H)  X  72mm   (W)  X   65mm  (D)

               C.T. & Shunt Ratio & Bigger Display , Ranges are available as per requirement .

SINGLE FUNCTION , SINGLE RANGE

3½ DIGIT DIGITAL PANEL METER (DPM)

CES -204  
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